a2 United States Patent

Nakazawa et al.

US009253807B2

(10) Patent No.: US 9,253,807 B2
(45) Date of Patent: *Feb. 2, 2016

(54)

(71)

(72)

(73)

")

@
(22)
(65)

(63)

(60)

(1)

(52)

COMMUNICATION APPARATUS THAT
ESTABLISHES CONNECTION WITH
ANOTHER APPARATUS BASED ON
DISPLACEMENT INFORMATION OF BOTH
APPARATUSES

Applicants:SONY CORPORATION, Tokyo (JP);
SONY MOBILE
COMMUNICATIONS, INC., Tokyo
(IP)

Inventors: Takaki Nakazawa, Tokyo (JP);
Hidekazu Watanabe, Tokyo (JP);
Kenichi Toshimitsu, Tokyo (JP)

Assignees: SONY CORPORATION, Tokyo (JP);
SONY MOBILE
COMMUNICATIONS INC., Tokyo
(IP)

Notice: Subject to any disclaimer, the term of this

patent is extended or adjusted under 35
U.S.C. 154(b) by O days.

This patent is subject to a terminal dis-
claimer.

Appl. No.: 14/640,751
Filed: Mar. 6, 2015
Prior Publication Data

US 2015/0189681 Al Jul. 2, 2015
Related U.S. Application Data

Continuation of application No. 13/667,534, filed on
Nov. 2, 2012, now Pat. No. 9,014,681.

Provisional application No. 61/580,522, filed on Dec.
27,2011.

Int. Cl.

HO04M 3/00 (2006.01)

HO04M 1/66 (2006.01)
(Continued)

U.S. CL

CPC ..o HO04W 76/02 (2013.01);, GOGF 3/017
(2013.01); H04M 1/7253 (2013.01);
(Continued)

ACCELERATION INFORMATION
& TERMINAL IDENTIFICATION
INFORMATION

(@

'ACCELERATION INFORMATION
& TERMINAL IDENTIFICATION
ORMATION

(58) Field of Classification Search

CPC ... HO04W 76/02; HO4W 4/008; HO4W 12/04;
HO04W 12/06; HO4W 4/027; HO4W 4/026;
GOG6F 3/017; HO04M 1/7253; H04M 2250/02;
HO04M 2250/06; HO4M 2250/12
LOI) & G 455/418-420,41.1-41.3, 552.1,
455/456.1-456.6, 410-411

See application file for complete search history.

(56) References Cited
U.S. PATENT DOCUMENTS

8,000,721 B2* 82011 Hanner .............. 455/456.1
9,014,681 B2* 42015 Nakazawa et al. .. 455/418

(Continued)

FOREIGN PATENT DOCUMENTS

Jp 2004-15558 1/2004
OTHER PUBLICATIONS

Smart-Its Friends: A Technique for Users to Easily Establish Con-
nections Between Smart Artefacts, Internet Citation, XP009052293,
Sep. 2001, Retrieved from the Internet: URL:HTTP://www.smart-
its.org/publication/s mart-its-friends.ubicomp2001 .pdf).*

(Continued)

Primary Examiner — Brandon Miller
(74) Attorney, Agemt, or  Firm —Oblon, Spivak,
McClelland, Maier & Neustadt, L.L.P.

(57) ABSTRACT

An information processing apparatus that receives, from
another information processing apparatus, first displacement
information; senses second displacement information corre-
sponding to movement of the information processing appa-
ratus; and establishes a connection with the another informa-
tion processing apparatus based on a predetermined
relationship between the first displacement information and
the second displacement information.

19 Claims, 22 Drawing Sheets




US 9,253,807 B2
Page 2

(51) Imt.ClL
HO4W 76/02 (2009.01)
HO4W 4/02 (2009.01)
HO04M 1/725 (2006.01)
HO4W 12/04 (2009.01)
HO4W 12/06 (2009.01)
GO6F 3/01 (2006.01)
HO04W 4/00 (2009.01)
(52) US.CL
CPC ....cccue. HO4W 4/008 (2013.01); HO4W 4/026
(2013.01); HO4W 4/027 (2013.01); HO4W
12/04 (2013.01); HO4W 12/06 (2013.01);
HO04M 2250/02 (2013.01); HO4M 2250/06
(2013.01); HO4M 2250/12 (2013.01)
(56) References Cited

U.S. PATENT DOCUMENTS

2009/0236410 Al*
2009/0262069 Al

9/2009 Nodaetal. ........cc......... 235/375
10/2009 Huntington

2009/0265470 Al  10/2009 Shen et al.
2011/0237193 Al 9/2011 Shen et al.
2011/0256831 Al* 10/2011 Hsieh ......cccoovieviinnne. 455/41.2
2012/0214413 Al* 82012 Roseetal. 455/41.1
2013/0084801 Al* 42013 Roystonetal. ... 455/41.1

OTHER PUBLICATIONS

The Extended Furopean Search Report issued May 22, 2013, in
Application No./Patent No. 12195442 4-1853.

Smart-Its Friends: a Technique for Users to Easily Establish Con-
netions Between SMAR Artefacts, Internet Citation, XP009052293,
Sep. 2001, Retrieved from the Internet: Url:Http://www.smart-its.Or/
publication/smart-its-friends.ubicomp2001.pdf.

The Extended European Search Report issued May 22, 2013, inU.S.
Appl. No. 12195442.4 — 1853.

Lars Erik Holmquist, et al.; “Smart-Its Friends: a Technique for Users
to Easily Establish Connections between Smart Artefacts”, (internet
citation ), XP009052293, Sep. 2001, Retrieved from the Internet:
Url:Http//www.smart-its/org/pbulication/smart-its-frients.
ubicomp2001.pdf, 6 pages.

* cited by examiner



U.S. Patent Feb. 2, 2016 Sheet 1 of 22 US 9,253,807 B2

FIG. 1A

& TERMINAL IDENTIFICATION

(ACCELERATION INFORMATION)
INFORMATION

FIG. 1B

& TERMINAL IDENTIFICATION
INFORMATION

ODDDD

(ACCELERATION INFORMATION)

FIG. 1C

< D

CONNECTION SETTINGS
COMPLETED




U.S. Patent Feb. 2, 2016 Sheet 2 of 22 US 9,253,807 B2

FIG. 2
100A
f/
CELLULAR PHONE TERMINAL DEVICE
cL DL
L/X 103
104
110~ CONROL | _,ﬁq
SECTION
SOUND
?7 PROCESSING 105
FRST L SECTION
Y —@
~ .
102 SECTION | 7
4|
DISPLAY  K— 112
106~ SECTION |age A <
SECOND
— COMMUNICATION
107~ OPERATION K= PROCESSING
SECTION - SECTION
108A
H
STORAGE SECTION < 7 ACCELERATION |_113
ACCELERATON | K= é"ﬁ
o1 et 4
s 7 > DyT%TCl%%N 114
ACCELERATION % SECTION
%
18277 srORAGE GECTION | [ -
¢ 24—~ MOTION
TERMINAL DETEER(IEIITH‘\J(,)AJION 115
183-1] DENTIFICATION
INFORMATION
STORAGE SECTION




U.S. Patent Feb. 2, 2016 Sheet 3 of 22 US 9,253,807 B2

FIG. 3
1008
/J
CELLULAR PHONE TERMINAL DEVICE
cL DL
L[ \ % 103
Z = 104
/
110~  CONTROL e
101 SECTION V) é SOUND
?7 ) |PROCESSING 105
FRST Ty % SECTION
e | T @
102~ "SECTION | >é
%
| oseay K= 72 118 112
106 SECTION |« % A
% SECOND N
K—— COMMUNICATION
107 OPERATION K= PROCESSING
SECTION - SECTION
1088,
STORAGE SECTION |1y = ACCSEELﬁgéFE‘ON 113
ACCELERATION
181~ INFORMATION | =t -
HOLDING SECTION . JMotoN
SECTION




U.S. Patent Feb. 2, 2016 Sheet 4 of 22 US 9,253,807 B2

FIG. 4 CELLULAR PHONE TERMINAL DEVICE CELLULAR PHONE TERMINAL DEVICE
100A 1008

| S1
| USER INPUTS PREDETERMINED GESTURE |5
582

Y
ACQUIRE ACCELERATICN INFORMATION
RESULTING FROM GESTURE

53

IS END POINT OF
PREDETERMINED GESTURE
DETECTED?
YES
| SETUPBEACON

¥ 59

TRANSMIT ACCELERATION INFORMATION AND TERMINAL
IDENTIFICATION INFORMATICN AS SUPERPOSED ON BEACON

ACCELERATION INFORMATION &
__ TERMINAL IDENTIFICATION INFORMATION

S6
| STORE RECEIVED ACCELERATION INFORMATION ]5

y 57
[ USERINPUTS PREDETERMINED GESTURE |
[

NO

-l

S8
[ACQUIRE ACCELERATION RESULTING FROMGESTUREES |
S9

IS END POINT OF
PREDETERMINED GESTURE
DETECTED?

510

DOES ACCELERATION
INFORMATION RESULTING
FROM GESTURE COINCIDE WITH
RECEIVED ACCELERATION
INFORMATION?

S
AUTHENTICATE TERINAL HAVING RECEIVED |
TERMINAL IDENTIFICATION INFORMATION

512

y
[TRANGHIT TS O TERMNAL DENTFIGATION INFORVATION
TERMINAL IDENTIFICATION INFORMATION,_
! | CONNECTION SETTING PROCESS 513

514
( END ) | CONNECTION SETTINGS COMPLETED T]S
T




U.S. Patent Feb. 2, 2016 Sheet 5 of 22 US 9,253,807 B2

FIG. 5A

(COUNTERCLOCKWISE)

100A 1 00B

Ua

FIG. 5B

ACCELERATION INFORMATION,
TERMINAL IDENTIFICATION INFORMATION,
& ADDITIONAL INFORMATION INDICATING
CONTENT OF GESTURE

REVERSE
ACTION




U.S. Patent Feb. 2, 2016 Sheet 6 of 22 US 9,253,807 B2

FIG. 6A

100A’

(CLOCKWISE)

& TERMINAL IDENTIFICATION

(ACCELERATION INFORMATION>
INFORMATION

100A’ CONNECTION SETTINGS
COMPLETED




. Faten Feb. 2, 2016 Sheet 7 of 22 4293,
U.S. Patent US 9,253,807 B2
FIG. 7 008
/\/
CELLULAR PHONE TERMINAL DEVICE
cL DL
gy 2w
? 104
%
110~ GONTROL o 2 mat —»Iﬂj
101 SECTION Z
§ 7 PRggggE‘?lNG
4 % 105
FRST ke Z SECTION
e N T [ S
-
102 SECTION .~ | T g
%
| osay K4 é , 112
106~ seCTION Z 1118
=~ % SECOND <7
| COMMUNICATION
107—| OPERATION K= | PROCESENG
SECTION >Z SECTION
108B %
\
STORAGE SECTION G—% ACCSEEL@S\}{'ON 113
ACCELERATION | K= %
171 HoLbin SEcTion 7
— MOTION
DETECTION  [~-114
o[ RS o s
STORAGE SECTION | [ >
% MOTION
TERMINAL DETERMINATION [~115
183-L| IDENTIFICATION SECTION
INFORMATION
STORAGE SECTION AC(F))E\ITETFEQHON
GENERATION [ 116
N7 SECTION




U.S. Patent Feb. 2, 2016 Sheet 8 of 22 US 9,253,807 B2

FIG. 8 CELLULAR PHONE TERMINAL DEVICE CELLULAR PHONE TERMINAL DEVICE
100A° 1008’

| S21
|| USER INPUTS PREDETERMINED GESTURE I;

v 22
RCQURE ACCELERATIONINFORVATION 15
RESULTING FROM GESTURE

523

S END PORT NO
OF PREDETERMINED GESTURE
DETECTED?
YES 4
BN

y 8%

TRANSHMIT ACCELERATION INFORMATION, ITS OWN TERMINAL IDENTIFICATION
INFORMATION, AND ADDITIONAL INFORMATION AS SUPERPOSED ON BEACON

ACCELERATION INFORMATION,
TERMINAL IDENTIFICATION INFORMATION,
< SADDITIONAL INFORMATION

STORE RECEIVED ACCELERATION INFORMATION |5~ S26
ANDTERMNAL IDENTIFICATION INFORMATION

| GENERATE ACCELERATION PATTERN ON THE BASIS OF RECEIVED ADDITIONAL INFORMATION]

v 528
| DISPLAY RECEIVED ADITIONAL INFORMATION ON DISPLAY SECTION |)/

i 529
| USER INPUTS PREDETERMINED GESTURE 3

Y S30
[ ACQUIRE ACCELERATIONINFORMATION RESULTING FROM GESTURE

1S END POINT
OF PREDETERMINED GESTURE
DETECTED?

YES

DOES ACCELERATION
INFORMATION RESULTING FROM
GESTURE COINGIDE WITH GENERATED
ACCELERATION PATTERN?

532

833

| AUTHENTICATE TERMINAL HAVING RECEIVED TERMINAL IDENTIFICATION INFORMATION]
L] S34
[ TRANSMITITS OWN TERVINAL IDENTIFICATION INFORMATION |

TERMINAL DENTIFCATION NFORMATION _
| . CONNECTION SETTING PROGESS /;/3153 ;
GETD [ CONVECTONSETTNGSCOWPLETED P

1 I




U.S. Patent Feb. 2, 2016 Sheet 9 of 22 US 9,253,807 B2

FIG. 9A

& TERMINAL IDENTIFICATION
INFORMATION

ODDD)

(ACCELERATION INFORMATION)

FIG. 9B

& TERMINAL IDENTIFICATION
INFORMATION

((ge-

(ACCELERATION INFORMATION)

FIG. 9C

< >

CONNECTION SETTINGS
COMPLETED




U.S. Patent Feb. 2, 2016 Sheet 10 of 22 US 9,253,807 B2
FIG. 10 .
100Aq
/\/
CELLULAR PHONE TERMINAL DEVICE
cL DL
L( \ % 103
Z = 104
7
110~4  CONTROL = Y —>|§]:]
101 SECTION g
SOUND
7 f PROCESSING 105
FRST ke % SECTION
o i T g B
102 SECTION | >¢
7
DISPLAY K= % 112
106~ SECTION |g ? A NV
PR/ SECOND
K—— COMMUNICATION
107 OPERATION K PROCESSING
SECTION - % SECTION
108Acx 2
b L >
STORAGE SECTION A7 ACCELERATION | 143
ACCELERATION | K= é"’l SENSOR
181~  INFORMATION 2
HOLDING SECTION % Z MOTION
DETECTION ~ |~114
oo || T -
STORAGE SECTION | [ ’é
TERMINAL ?
183-L| IDENTIFICATION 2
INFORMATION %
STORAGE SECTION /’




U.S. Patent Feb. 2, 2016 Sheet 11 of 22 US 9,253,807 B2
FIG. 11
100Bay
CELLULAR PHONE TERMINAL DEVICE
cL DL
L/X I 103
104
110~  CONTROL <:>
L e T
2 FRST L SECTION 195
e @
102~ SECTION S [T >
DISPLAY G 112
106~ SECTION e 1B N
% SECOND
—— COMMUNICATION
107~ OPERATION K= PROCESSING
SECTION > SECTION
108Bax Z
STORAGE SECTION K—— ACCSEELNEg(%)\FT{ION L 113
ACCELERATION | K=
B | |
A MOTION
DETECTION  |~—114
DENTICATION SECTION
=T STORAGE SECTION = - MOTION
7 DETERMINATION ~115¢
ACCELERATION % SECTION
184  PATTERN /
STORAGE SECTION ] /
< 7 (///




U.S. Patent Feb. 2, 2016 Sheet 12 of 22 US 9,253,807 B2

FIG. 12

CELLULAR PHONE TERMINAL DEVICE CELLULAR PHONE TERMINAL DEVICE
100Ac 100B

1 S41
| USER INPUTS PREDETERMINED GESTURE ]5

—F

Y

ACQUIRE ACCELERATION INFORMATION RESULTING
FROM GESTURE

542

543

1S END POINT
OF PREDETERMINED GESTURE
DETECTED?

YES 544
[ SET UP BEACON P
]

545

NO

TRANSMIT ACCELERATION INFORMATION AND TERMINAL
IDENTIFICATION INFORMATION AS SUPERPOSED ON BEACON

ACCELERATION INFORMATION &
TERMINAL IDENTIFICATION INFORMATION

546

DOES RECEIVED
ACCELERATION INFORMATION
COINCIDE WITH ACCELERATION
INFORMATION DETERMINED
IN ADVANCE?

547

TRANSMIT RECEIVED ACCELERATION INFORMATION
ANDITS OWN TERMINAL IDENTIFICATION INFORMATION
AS SUPERPOSED ON BEACON

ACCELERATION INFORMATION &
__ TERMINAL IDENTIFICATION INFORMATION

N ' END

548
DOES RECEIVED
ACCELERATICN INFORMATION
AND TRANSMITTED ACCELERATION
INFORMATION COINCIDE WITH
EACH OTHER?

YES 349
| TRANSMIT NOTIFICATION OF AUTHENTICATION Ij

NOTIFICATION OF AUTHENTICATION _ |
| CONNECTION SETTING PROCESS %

™ 51
END [ CONNECTION SETTINGS COMPLETED_ |
I !




U.S. Patent Feb. 2, 2016 Sheet 13 of 22 US 9,253,807 B2

008 FIG. 13A
100AB
q
FIG. 13B
100BRB

FIG. 13C

POSITION INFORMATION,
ACCELERATION INFORMATION,
& TERMINAL IDENTIFICATION
INFORMATION

100BB Ep

100D



U.S. Patent Feb. 2, 2016 Sheet 14 of 22 US 9,253,807 B2

FIG. 14A

& TERMINAL IDENTIFICATION

(ACCELERATION INFORMATION)
INFORMATION 0

100BR8 Ep

FIG. 14B




U.S. Patent Feb. 2, 2016 Sheet 15 of 22 US 9,253,807 B2

FIG. 15
1008
CELLULAR PHONE TERMINAL DEVICE
cL DL
L{ \ 103
104
| conTROL
10 SECTION K SOUND
AN PROCESSING 105
RST L, SECTION
Pt e
102~ SN -
DisPLAY K 112
106~ SECTION  |<ag _— 61”8 N
G COMMUNICATION
107—] OPERATION K PROCESSING
SECTION - SECTION
10886
STORAGE SECTION N ACCSEEL@@QON 113
ACCELERATION | | wn|
BT HoLbiG SECTION
— MOTION
DETECTION  |—1148
DENTIECATION kL
183~ "INFORMATION | [ ol
STORAGE SECTION s o117




U.S. Patent Feb. 2, 2016 Sheet 16 of 22 US 9,253,807 B2

FIG. 16
100A8
CELLULAR PHONE TERMINAL DEVICE
cL DL
L/X I 103
— 104
110~4  CONTROL —>m
101 SECTION. <) SOUNG
PROGESSING 1
4 FRST |y SECTION 05
ol —@
102~ ""SECTION >
DIsPLAY K 112
106~ SECTION A N
% SECOND
—— COMMUNICATION
107~ OPERATION K= PROCESSING
SECTION - SECTION
10848 2
STORAGE SECTION |+ ¢ ACCELERATION |_113
= SENSOR
ACCELERATION
182 INFORMATION | [~ -
STORAGE SECTION <}—_—_' ‘ DyT(!)ET(‘I(T)I,\(I)N 14
SECTION
%
) S 117
N ? /4




U.S. Patent Feb. 2, 2016 Sheet 17 of 22 US 9,253,807 B2

FIG. 7 e e CELLULARPHONE TERMIAL DEVICE
10088 10028

. 361
[ USER INPUTS PREDETERMINED GESTURE |
y 862
[ACQURE POSTTION INFORMATION AT START POINT OF GESTURE

Y 63
[ACQUIRE ACCELERATION INFORMATION RESULTING FROM GESTURE |

IS END POINT OF PREDETERMINED
GESTURE DETECTED?

YES 565
[ ACQUIRE POSITION INFORMATION AT END POINT OF GESTURE IS

L] S66
[ SETUPBERCON |

™Y ~~S67  ACCELERATION

TRANSMIT ACCELERATION INFORMATION, POSITION INFORMATION, AND |~ INFORMATION &

POSITION
TERMINAL IDENTIFICATION INFORMATION AS SUPERPOSED ON BEACON NFORITON _

15 GESTURE
INDICATED BY ACCELERATION
INFORMATION AND POSITION INFORMATION
DIRECTED TO TERMINAL
ACCELERATION 100A8?

INFORMATION & YES 569

TERMINAL TRANSMIT RECEIVED ACCELERATION INFORMATION AND {75 OWN

IDENTIFICATION
 INFORATION TERMINAL IDENTIFICATION INFORMATION AS SUPERPOSED ON BEACON

568

S70

ARE TWOOR
MORE SETS OF TERMINAL
IDENTIFICATION INFORMATION AND
ACCELERATION INFORMATION
RECEIVED?

YES S71
| REDUCE POWER FOR TRANSMITTING BEACON ]”(
1

END

S72

DOES RECEIVED
ACCELERATION INFORMATION AND
TRANSMITTED ACCELERATION INFORMATION
COINCIDE WITH EACH
OTHER?

58 womomonc
TRANST NOTFICATONOF AUTHENTCATION | imvmoamon.

B CONNECTION SETTING PROGESS C}Sg‘; ;
END | CONNECTION SETTINGS COMPLETED K




U.S. Patent Feb. 2, 2016 Sheet 18 of 22 US 9,253,807 B2

FIG. 18A
1008 209\
3 ((con)
(Cae $
FIG. 18B

100B 200




U.S. Patent Feb. 2, 2016 Sheet 19 of 22 US 9,253,807 B2

FIG. 19 .
/\/
ACCESS POINT
CL A DL
L S 205
| CONTROL
0 Tseetion () PROCESSING
FIRST Z MOTION
201~ C%%BEIS%/N@N f> 7 DETERMINATION [~ 206
0CESS) é SECTION
7
s0p—~] OPERATION K Z
SECTION %
203 %
] ¢
STORAGE SECTION %
ACCELERATION | |y %
231~ PATIERN %
STORAGE SECTION %
TERMINAL g
232~H INFORMATION || 2
STORAGE SECTION 2
%
<
% //




U.S. Patent Feb. 2, 2016 Sheet 20 of 22 US 9,253,807 B2

FIG. 20
1008y
CELLULAR PHONE TERMINAL DEVICE
cL DL
L/X I 103
r—/
104
| CONTROL —>Ifﬂ
10 SECTON v SOUND
PROCESSING
2 RST Ly SECTION 195
o
102~ "SECTioN . | >
DisPLAY K= 112
106~ SECTION | 1B Nz
R SECOND
OPERATION s
107~ “§crion. SECTION
10887 2
STORAGE SECTION Ly — ACCSEEL@@%‘ON L 113
ACCELERATION Z
181-H INFORMATION | | -
HOLDING SECTION 7 ot
Ié SECTION
S




U.S. Patent

FIG. 21

END

Feb. 2, 2016 Sheet 21 of 22 US 9,253,807 B2
ACCESS POINT CELLULAR PHONE TERMINAL DEVICE
200 100By
| S81
RECEIVE OPERATION FOR CONNECTING |5
ACCESS POINT TO WIRED LAN
Y $82
BROADCAST SSID AS SUPERPOSED |5
ON BEACON
ssip___|
S83
USER INPUTS .3
PREDETERMINED GESTURE
v S84
ACQUIRE ACCELERATION INFORMATION
RESULTING FROM GESTURE
85
IS END POINT OF NO
PREDETERMINED GESTURE
DETECTED?
586
| SETUPBEACON I’
¥ 587
TRANSMIT TO ACCESS POINT
ACCELERATION INFORMATION AND
TERMINAL IDENTIFICATION INFORMATION
AS SUPERPOSED ON BEACON
ACCELERATION INFORMATION &
TERMINAL IDENTIFICATION
B INFORMATION

DOES RECEIVED
ACCELERATION INFORMATION
COINCIDE WITH ACCELERATION
PATTERN DETERMINED
IN ADVANCE?

588

AUTHENTICATE CELLULAR PHONE
TERMINAL DEVICE AND START TO
MAKE CONNECTION SETTINGS

589

v

REGISTRATION OF
CELLULAR PHONE TERMINAL DEVICE COMPLETED

590

I



U.S. Patent Feb. 2, 2016

FIG. 22 CELLULAR PHONE TERMINAL DEVICE

100A

Sheet 22 of 22

CELLULAR PHONE TERMINAL DEVICE
100B

US 9,253,807 B2

. 5101
[USERINPUTS PREDETERMINED GESTURES

— ]

)
2
ACQUIRE ACCELERATION INFORMATION |* S10

RESULTING FROM GESTURE

5103

IS END POINT OF
PREDETERMINED GESTURE
DETECTED?

NO

5104

1S ACQUIRED
GESTURE MADE N
DIRECTION OPPOSITE T0
PRECEDING ACQUIRED
GESTURE?
YES 5105

TRANSMIT ACCELERATION INFORMATION TO
MATING TERMINAL VIA EXISTING CONNECTION

ACCELERATION INFORMATION
5106
[DETECT PREDETERMINED MOTION INPUT BY USER |

5107
|5

5108
S END POINT NO
OF PREDETERMINED MOTION
DETECTED?

YES
5109

| DETECT ACCELERATION INFORMATION

DOES ACCELERATION
INFORMATION RESULTING FROM
MOTION INPUT BY USER COINCIDE WITH
RECEIVED ACCELERATION
INFORMATION?

YES

$110
[ TRANSMIT REQUEST TO TERMNATE EXISTING CONNECTION |*
CONNECTION SETTING S111
CANCELLATIONPROCESS 1~
END BREA COMNECTON 5112




US 9,253,807 B2

1
COMMUNICATION APPARATUS THAT
ESTABLISHES CONNECTION WITH
ANOTHER APPARATUS BASED ON
DISPLACEMENT INFORMATION OF BOTH
APPARATUSES

CROSS REFERENCE TO RELATED
APPLICATION

This application is a continuation of U.S. Ser. No. 13/667,
534, filed Nov. 2, 2013, the entire contents of which is incor-
porated herein by reference. U.S. Ser. No. 13/667,534 claims
the benefit of priority under 119(e) of U.S. application Ser.
No. 61/580,522 filed on Dec. 27, 2011.

BACKGROUND

1. Field of the Disclosure

The present disclosure relates to a technique to facilitate
making settings for starting wireless communication between
communication apparatuses.

2. Description of Related Art

In recent years, wireless communication such as wireless
LAN and Bluetooth (registered trademark) has been increas-
ingly used as means for communication between electronic
devices such as cellular phone terminals, gaming devices, and
television receivers and as means for communication
between such a device and an access point. Wireless commu-
nication does not require wiring that connects between the
electronic devices. Therefore, the use of wireless communi-
cation allows even a terminal device for portable use such as
a cellular phone terminal to communicate with a desired
electronic device. In contrast to such an advantage, wireless
communication involves the risk that the content of commu-
nication may be intercepted and the risk that an outsider may
invade the network.

In order to avoid such risks, an “authentication” process is
normally performed for a terminal that connects to a wireless
network. For example, IEEE 802.11 standards prepare two
types of authentication methods, namely “Open System
Authentication” and “Shared Key Authentication”. In the
“Open System Authentication”, when a request for authenti-
cation is transmitted from a client, a device that functions as
a registrar in which information on clients is registered (here-
inafter simply referred to as “registrar”) sends back a
response including a message indicating a successful authen-
tication or an authentication error. In the “Shared Key
Authentication”, keys are set for both a registrar and a client
to perform authentication using a challenge-response
method.

In order to further enhance the security of the wireless
LAN, the authentication operation itself is occasionally
encrypted. Examples of the encryption method include a
WEP (Wired Equivalent Privacy) method and a WPA (Wire-
less Protected Access)/WPA2 method.

In order to make initial settings for starting communication
as discussed above, a user is required to perform operations
including checking an SSID (Service Set IDentifier) of a
device to input the SSID, or selecting an SSID from a list,
setting a security key such as a WEP key or a WPA key, and so
forth. That is, the operations for setting authentication are
troublesome. Further, technical knowledge is required to per-
form such operations, and therefore it is difficult for a user
without such knowledge to even make settings.

In order to address such issues, a standard called WPS
(Wi-Fi Protected Setup) is provided to simplify settings for
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registering a client in a wireless LAN. The WPS prepares two
setting methods, namely a “Push Button Method” and a “PIN
Code Method”.

In the Push Button Method, it is necessary to provide a
dedicated button to each of a registrar and a client. Then, a
user pushes the dedicated buttons provided in both the regis-
trar and the client to complete security settings using ESSID
and WPA2.

In the “PIN Code Method”, the PIN code assigned in
advance to a registrar is registered in a client, or the PIN code
generated by the client is registered in the registrar, to accom-
plish connection between the client and the registrar with
ESSID and WPA2 set. Japanese Unexamined Patent Appli-
cation Publication No. 2004-15558 describes a technique to
complete connection settings just by pressing buttons pro-
vided in both devices to be connected.

In the case where the terminal such as a cellular phone
terminal device, for example, is significantly small, however,
it is occasionally physically difficult to provide a dedicated
button. Even in the case where the space for providing a
button can be secured, providing a button increases the cost of
manufacture. Therefore, it is determined in most cases that
providing a button is impractical. In the method in which the
PIN code is input for the WPS, it is necessary to input a
four-digit or eight-digit number to a device. Therefore, it may
take much time for a user unaccustomed to key input to make
settings. Further, the PIN code may be input erroneously,
which requires a user to input the PIN code again.

In the case where the Bluetooth is used as the communica-
tion means, it is also necessary to make initial settings prior to
data transmission and reception. In the Bluetooth, a process
called “pairing” is performed before connection is estab-
lished. In the “pairing”, scanning is performed to find “con-
nectable devices” around a terminal, and the MAC addresses
and the model numbers (device names) of the detected
devices are displayed in a list. Then, terminal identification
information etc. is exchanged between the terminal and a
device in the list selected by a user as the “device with which
it is desired to communicate”, thereby accomplishing the
pairing. That is, the user is inevitably required to take the
troublesome procedures of performing scanning to find com-
municable devices and selecting one of the devices using
information such as MAC addresses and device names dis-
played in a list before starting communication.

SUMMARY

The inventor of the present disclosure recognizes the need
to allow initial settings made prior to establishment of con-
nection for wireless communication to be made through a
simple operation.

According to a first embodiment, the disclosure is directed
to an information processing apparatus that receives, from
another information processing apparatus, first displacement
information; senses second displacement information corre-
sponding to movement of the information processing appa-
ratus; and establishes a connection with the another informa-
tion processing apparatus based on a predetermined
relationship between the first displacement information and
the second displacement information.

According to another exemplary embodiment, the disclo-
sure is directed to a method performed by an information
processing apparatus. The method including receiving, at an
interface of the information processing apparatus, from
another information processing apparatus, first displacement
information; sensing second displacement information cor-
responding to movement of the information processing appa-
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ratus; and controlling, by a processor of the information pro-
cessing apparatus, the interface to establish a connection with
the another information processing apparatus based on a pre-
determined relationship between the first displacement infor-
mation and the second displacement information.

According to another exemplary embodiment, the disclo-
sure is directed to a non-transitory computer-readable
medium including computer program instructions, which
when executed by an information processing apparatus, cause
the information processing apparatus to: receive, from
another information processing apparatus, first displacement
information; sense second displacement information corre-
sponding to movement of the information processing appa-
ratus; and control the interface to establish a connection with
the another information processing apparatus based on a pre-
determined relationship between the first displacement infor-
mation and the second displacement information.

According to the embodiment of the present disclosure,
initial settings for wireless connection with a device that is
capable of wireless communication and that is present right in
front of the terminal itself can be made through an easy
operation.

BRIEF DESCRIPTION OF DRAWINGS

FIGS. 1A-1C are diagrams showing examples of the con-
figuration of and the process performed by a communication
system according to a first embodiment of the present disclo-
sure.

FIG. 2 is a block diagram showing an example of the
configuration of a cellular phone terminal device according to
the first embodiment of the present disclosure.

FIG. 3 is a block diagram showing an example of the
configuration of a cellular phone terminal device according to
the first embodiment of the present disclosure.

FIG. 4 is a flowchart showing an example of the process
performed by the communication system according to the
first embodiment of the present disclosure.

FIGS. 5A-5B are diagrams showing an example of the
process performed by a communication system according to
a modification of the first embodiment of the present disclo-
sure.

FIGS. 6A-6C are diagrams showing an example of the
process performed by the communication system according
to the modification of the first embodiment of the present
disclosure.

FIG. 7 is a block diagram showing an example of the
configuration of a cellular phone terminal device according to
the modification of the first embodiment of the present dis-
closure.

FIG. 8 is a flowchart showing an example of the process
performed by the communication system according to the
modification of the first embodiment of the present disclo-
sure.

FIGS. 9A-9C are diagrams showing an example of the
configuration of and the process performed by a communica-
tion system according to a second embodiment of the present
disclosure.

FIG. 10 is a block diagram showing an example of the
configuration of a cellular phone terminal device according to
the second embodiment of the present disclosure.

FIG. 11 is a block diagram showing an example of the
configuration of a cellular phone terminal device according to
the second embodiment of the present disclosure.

FIG. 12 is a flowchart showing an example of the process
performed by the communication system according to the
second embodiment of the present disclosure.
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FIGS. 13A-13C are diagrams showing an example of the
configuration of and the process performed by a communica-
tion system according to a third embodiment of the present
disclosure.

FIGS. 14A-14B are diagrams showing an example of the
configuration of and the process performed by a communica-
tion system according to the third embodiment of the present
disclosure.

FIG. 15 is a block diagram showing an example of the
configuration of a cellular phone terminal device according to
the third embodiment of the present disclosure.

FIG. 16 is a block diagram showing an example of the
configuration of a cellular phone terminal device according to
the third embodiment of the present disclosure.

FIG. 17 is a flowchart showing an example of the process
performed by the communication system according to the
third embodiment of the present disclosure.

FIGS. 18A-18C are diagrams showing an example of the
configuration of and the process performed by a communica-
tion system according to a fourth embodiment of the present
disclosure.

FIG. 19 is a block diagram showing an example of the
configuration of an access point according to the fourth
embodiment of the present disclosure.

FIG. 20 is a block diagram showing an example of the
configuration of a cellular phone terminal device according to
the fourth embodiment of the present disclosure.

FIG. 21 is a flowchart showing an example of the process
performed by the communication system according to the
fourth embodiment of the present disclosure.

FIG. 22 is a flowchart showing an example of the process
performed by a communication system according to a modi-
fication of the present disclosure.

DETAILED DESCRIPTION

An example of a terminal device, an information process-
ing method, and a program according to an embodiment of
the present disclosure will be described below with reference
to the drawings in the following order:

1. First embodiment (an example of a case where wireless
connection is started in accordance with the content of a
gesture for starting to make initial settings for wireless con-
nection (hereinafter referred to as a “wireless connection
starting motion”™))

2. Modification of first embodiment

3. Second embodiment (an example of a case where wireless
connection is started in the case where a wireless connection
starting motion is performed exactly as a pattern determined
in advance)

4. Third embodiment (an example of a case where wireless
connection is performed using information on the direction in
which a wireless connection starting motion is performed)
5. Fourth embodiment (an example of a case where authen-
tication for wireless connection is made in accordance with
the content of a gesture)

6. Various modifications

1. First Embodiment

1-1. Overview of Configuration of and Process
Performed by Communication System

A communication system 1 shown in FIGS. 1A-1C is
formed by a cellular phone terminal device 100 A serving as a
communication apparatus and a cellular phone terminal
device 100B serving as a second communication apparatus.
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The cellular phone terminal device 100A and the cellular
phone terminal device 100B have a function to perform wire-
less communication. A standard for wireless communication
that allows wireless communication not via an access point or
a router such as Wi-Fi Direct, for example, is used.

The cellular phone terminal devices 100A and 100B
include an acceleration sensor serving as a displacement sen-
sor. The acceleration sensor detects and outputs acceleration,
which is the time-variation rate (time differential) of the
speed. In the embodiment of the present disclosure, a 3-axis
acceleration sensor capable of detecting acceleration in the
directions of three axes, namely x-axis (transverse direction),
y-axis (vertical direction), and z-axis (depth direction), for
example, is used as the acceleration sensor. In the present
disclosure, the acceleration detected along the three axes is
used to determine what gesture (motion) is made by a user
holding the cellular phone terminal device 100A or 100B. The
acceleration sensor and the gesture determination process
will be discussed in detail later.

The term “gesture” as used herein means a body motion
and a hand motion consciously made by the user. In the
following description, it is considered and stated that a pre-
determined gesture is input to a terminal in the case where the
user holding the terminal makes the predetermined gesture.

In the embodiment, in the case where respective users of
two cellular phone terminal devices, between which it is
desired to transmit and receive data via wireless communica-
tion, input generally the same gesture to the cellular phone
terminal devices, an initial setting process for wireless con-
nection between the two terminals is started. In the example
shown in FIGS. 1A-1C, the cellular phone terminal device
100A functions as a registrar (serves as a “Group Owner”
specified in accordance with the Wi-Fi Direct).

First, in the case where the user makes a gesture of swing-
ing the cellular phone terminal device 100B downward as
shown in FIG. 1A, the cellular phone terminal device 100B is
triggered upon detection of the gesture to set up a beacon.
Acceleration information indicating the content of the gesture
made by the user and terminal identification information on
the cellular phone terminal device 100B such as MAC
address, for example, are superimposed on the beacon. The
beacon signal with such information superimposed is broad-
cast. In the following description, signals notifying surround-
ing devices of the presence of the device itself and signals
transmitted as a response to such notifications, that is, various
signals transferred between two terminals before a data link is
established, are all referred to as “beacon (signal)”.

The cellular phone terminal device 100A acquires the
acceleration information and the terminal identification infor-
mation sent as superimposed on the beacon, and stores the
information in the terminal device 100A. Then, in the case
where a predetermined gesture is input by the user, the cellu-
lar phone terminal device 100 A compares acceleration infor-
mation resulting from the gesture and the stored acceleration
information. In the case where it is determined as a result of
the comparison that the gesture input to the mating terminal,
that is, the cellular phone terminal device 100B, and the
gesture input to the terminal device 100A are generally the
same as each other, the cellular phone terminal device 100A
authenticates the cellular phone terminal device 100B.

Subsequently, as shown in FIG. 1B, the cellular phone
terminal device 100A transmits terminal identification infor-
mation on the device itself to the cellular phone terminal
device 100B. This process ensures that the cellular phone
terminal device 100A and the cellular phone terminal device
100B have recognized each other’s terminal identification
information. Then, a connection setting process (association)
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is performed between the cellular phone terminal devices
100A and 100B using each other’s terminal identification
information to establish a data link between the cellular
phone terminal devices 100A and 100B, thereby enabling
transmission of data frames (connection settings completed;
see FIG. 1C).

In the embodiment, it is determined using a value obtained
from the acceleration sensor what gesture (motion) is input
from the user. However, the present disclosure is not limited
thereto. Other sensors such as an angular speed sensor (gyro
sensor) and a terrestrial magnetism sensor may also be used as
the displacement sensor.

In the embodiment, the terminal devices forming the com-
munication system 1 are the cellular phone terminal device
100A and the cellular phone terminal device 100B. However,
the present disclosure is not limited thereto. The present dis-
closure may also be applied to other terminal devices with a
wireless communication function such as television receiv-
ers, tablet terminals, personal computers, gaming devices,
and audio players.

1-2. Example of Configuration of Cellular Phone
Terminal Devices

Next, an example of the configuration of the cellular phone
terminal device 100A and the cellular phone terminal device
100B will be described with reference to FIGS. 2 and 3. The
cellular phone terminal device 100B serves as the terminal to
which a gesture for starting to make connection settings is
first input, and the cellular phone terminal device 100A serves
as the terminal to which the same gesture as the gesture input
to the cellular phone terminal device 100B is input. First, an
example of the configuration of the cellular phone terminal
device 100A will be described with reference to FIG. 2.

The cellular phone terminal device 100A includes an
antenna 101 that transmits and receives a radio wave to and
from a base station for wireless telephony, a first communi-
cation processing section 102 to which the antenna 101 is
connected, and a control section 110. The cellular phone
terminal device 100A also includes a sound processing sec-
tion 103, a speaker 104, and a microphone 105.

The first communication processing section 102 performs
wireless communication with the base station for wireless
telephony under control by the control section 110. During a
voice call, sound data contained in data received by the first
communication processing section 102 are supplied to the
sound processing section 103. Then, the sound processing
section 103 performs a decoding process on the sound data to
obtain an analog sound signal. The analog sound signal
obtained by the sound processing section 103 is supplied to
the speaker 104 to be output as a sound. A sound signal
collected and obtained by the microphone 105 is also sup-
plied to the sound processing section 103 to be encoded by the
sound processing section 103 into sound data using a prede-
termined encoding scheme. Then, the obtained sound data are
supplied to the first communication processing section 102 to
be radiated as a radio wave through the antenna 101.

The respective processing sections such as the first com-
munication processing section 102 and the sound processing
section 103 exchange control data with the control section
110 via a control line CL,, and transfer data via a data line DL.

The cellular phone terminal device 100A also includes a
display section 106 formed by an LCD (Liquid Crystal Dis-
play), an organic EL. (Electro Luminescence) display, or the
like, and an operation section 107 formed by an operationkey,
a touch panel, or the like. The display section 106 displays
information necessary to make or receive a telephone call,
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information such as the destination and the message of an
electronic mail, an image obtained through connection to the
Internet, information obtained along with execution of vari-
ous functions provided by the cellular phone terminal device
100, and so forth. Display on the display section 106 is con-
trolled by the control section 110. The operation section 107
converts the content input by the user into an operation signal
to transmit the operation signal to the control section 110.

The control section 110 is formed by a microprocessor or
the like, and performs communication control, sound pro-
cessing and control, image processing and control, and vari-
ous other signal processing and control for the respective
sections. A storage section 108A formed by a non-volatile
memory or the like is connected to the control section 110 via
the control line CL. and the data line DL. The storage section
108A stores various data required by the cellular phone ter-
minal device 100A. The storage section 108A includes an
acceleration information holding section 181, an acceleration
information storage section 182, and a terminal identification
information storage section 183.

The acceleration information holding section 181 is an area
in which information on the acceleration detected by an
acceleration sensor 113 to be discussed later is held. The
acceleration information storage section 182 is an area in
which the acceleration information transmitted from the mat-
ing terminal as superposed on the beacon is stored. The ter-
minal identification information storage section 183 is an area
in which the terminal identification information transmitted
from the mating terminal as superposed on the beacon along
with the acceleration information is stored. The process of
extracting the acceleration information and the terminal iden-
tification information from packets of the beacon is per-
formed by a second communication processing section 11A
to be discussed later.

The cellular phone terminal device 100A also includes the
second communication processing section 111 A to which an
antenna 112 is connected, the acceleration sensor 113, a
motion detection section 114, and a motion determination
section 115. The second communication processing section
111A performs wireless communication with surrounding
devices via the antenna 112 through procedures based on a
predetermined communication standard.

The acceleration sensor 113 is formed as a 3-axis accelera-
tion sensor, for example, as discussed earlier, and detects
acceleration applied in the directions of x-axis, y-axis, and
z-axis of the sensor and converts the detected acceleration
into a digital value to output the digital value as an accelera-
tion value. For example, in the case where a sensor capable of
detecting an acceleration of up to 2 G in each of the positive
direction and the negative direction is used, the acceleration
sensor 113 can acquire an acceleration value in the range from
-2 G (“0x80”) to +2 G (“OX7F”).

The motion detection section 114 detects the content of a
gesture. In the case where a gesture with some intention made
by the user is input, the motion detection section 114 detects
the gesture to transmit the obtained detection results to the
acceleration information holding section 181 of the storage
section 108 A. More particularly, the motion detection section
114 calculates the characteristic amount of the gesture using
acceleration values (2-dimensional acceleration vector)
detected in three acceleration planes, namely x-y plane, z-x
plane, and x-y plane.

Extraction of the characteristic amount of the gesture is
started using, as the start point, a point at which the sign of the
acceleration value is inverted and at which the amount of
variation from the preceding obtained acceleration value
exceeds a threshold set in advance. Then, extraction of the
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characteristic amount of the gesture is ended using a point at
which the acceleration value becomes equal to or less than a
predetermined threshold as the end point. Analyzing the
acceleration values obtained at points between the start point
and the end point makes it possible to extract global charac-
teristics of the gesture input to the terminal.

For example, in the case where the user inputs a gesture of
swinging the terminal upward to above his/her head and then
downward, the sign of the acceleration value is inverted and
the acceleration value which has been 0 or close to 0 is varied
to a large value at the time when the user starts swinging the
terminal upward to above his/her head. That is, extraction of
the characteristic amount of the gesture is started using this
point as the start point. When the user swings the terminal
downward from above his/her head to a stationary state, the
acceleration value becomes O or close to 0, and this point is
detected as the end point.

The value stored in the acceleration information holding
section 181 may be the acceleration value as acquired by the
acceleration sensor 113. However, the acceleration value may
be rounded into an approximate value to be stored. The sen-
sitivity of an element forming the acceleration sensor may
vary more or less, and therefore the detected acceleration
values may be subject to individual differences. Hence, mak-
ing a strict comparison between the acceleration values as
detected is often impractical and insignificant.

It is assumed that the user makes a gesture of swinging the
cellular phone terminal device 100A downward from above
his/her head, for example. In the case where such a gesture is
performed, it is predicted that acceleration with a certain
magnitude or more is applied in the y-axis direction (the
acceleration plane including the y-axis). That is, information
on acceleration applied in the x-axis direction and the z-axis
direction (x-z plane) at this time is unnecessary from the
viewpoint of determining the gesture. Thus, in the case where
acceleration with a certain magnitude or more is applied in the
y-axis direction, the acceleration value detected in the y-axis
direction is rounded to a predetermined threshold or less, and
the acceleration values applied in the x-axis direction and the
z-axis direction (x-z plane) are brought to zero.

A description is made using specific acceleration values. It
is assumed that a threshold for y-axis (x-y plane and y-z
plane) is set in advance to “0x40”, and that a threshold for
y-axis and z-axis (x-Z plane) is set in advance to “0x20”. It is
then assumed that acceleration values of “0x45”, “0x40”, and
“0x05” are detected for y-axis, x-axis, and z-axis, respec-
tively, for example. In this case, the acceleration value for
y-axis is rounded to “0x40” set as the threshold, and the
acceleration values for x-axis and z-axis are stored as zero
(0x00). That is, the thus generated approximate values are
used as the acceleration information.

As an alternative to the approximate values obtained by
rounding the acceleration values, binary information indicat-
ing whether or not a predetermined gesture is made may be
used as the acceleration information. In the example dis-
cussed above, in the case where the acceleration value applied
in the y-axis direction (detected in the acceleration plane
including y-axis) exceeds a threshold, it is determined that the
predetermined gesture is input to turn on (“1”) a flag value.
Further, wireless connection setting may be started when the
same gesture is input a plurality of times. In this case, only the
number of times that the gesture is input may be stored as the
acceleration information.

The motion determination section 115 compares the accel-
eration information (second acceleration information) trans-
mitted from the cellular phone terminal device 100B serving
as the mating terminal and the acceleration information (first



US 9,253,807 B2

9

acceleration information) based on the gesture detected by
the terminal device 100A to determine whether or not the two
pieces of acceleration information coincide with each other.
That is, the motion determination section 115 compares the
acceleration values acquired by the respective terminals, or
the acceleration information calculated on the basis of the
acceleration values, or the binarized acceleration information
(flag value), to determine whether the user of the cellular
phone terminal device 100A and the user ofthe cellular phone
terminal device 100B made the same gesture as each other.
Then, the motion determination section 115 transmits the
determination results to the control section 110. Even if the
received acceleration information and the acceleration infor-
mation input to the terminal device 100A do not perfectly
coincide with each other, the motion determination section
115 may assume that a coincidence is made and proceed with
the process if the difference between the two values falls
within a predetermined threshold range.

The second communication processing section 111A starts
transmission of the beacon on the basis of control by the
control section 110 in the case where the motion determina-
tion section 115 determines that the gestures input to the two
terminals are the same as each other. Then, the second com-
munication processing section 111 A superposes the accelera-
tion information acquired by the acceleration sensor 113 and
the terminal identification information on the terminal device
100A on packets of the beacon. At this time, various infor-
mation required to perform communication such as SSID,
information on wireless transfer rates supported, the number
of'the wireless channel used, and the encryption method used
is also sent together.

The second communication processing section 111A also
authenticates the mating terminal, along with starting trans-
mission of the beacon, in the case where the motion determi-
nation section 115 determines that the gestures input to the
two terminals are the same as each other. The term authenti-
cation as used herein refers to authentication specified as
“Authentication” in the IEEE 802.11 standards, for example.
Subsequently, when a request for connection is transmitted
from the mating terminal, the second communication pro-
cessing section 111A sends a response indicating acceptance
of the request. Consequently, connection settings (initial set-
tings) required for wireless communication between the cel-
Iular phone terminal devices 100A and 100B are completed to
establish a data link. That is, transmission of data frames
between the cellular phone terminal devices 100A and 100B
is enabled.

Authentication that uses an encryption method such as
WEP and WPA/WPA2 may be performed as required after
connection settings are completed.

Next, an example of the configuration of the cellular phone
terminal device 100B will be described with reference to FIG.
3. In the embodiment, the cellular phone terminal device
100B serves as the terminal to which a gesture for starting to
make connection settings required for wireless communica-
tion is input. The cellular phone terminal device 100B trans-
mits a request for connection to the cellular phone terminal
device 100A using the terminal identification information on
the cellular phone terminal device 100 A transmitted as super-
posed on the beacon. Components in FIG. 3 corresponding to
those in FIG. 2 are denoted by the same reference symbols to
omit overlapping description.

The configuration of the cellular phone terminal device
1008 is different from the configuration of the cellular phone
terminal device 100A shown in FIG. 2 in the configuration of
a storage section 108B and in not including the motion deter-
mination section 115 (see FIG. 2) included in the cellular
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phone terminal device 100A. The storage section 108B
includes the acceleration information holding section 181.
The acceleration information holding section 181 holds
acceleration information acquired by the acceleration sensor
113 and converted into an approximate value or a binary value
by the motion detection section 114.

The second communication processing section 111B starts
transmission of a beacon on the basis of control by the control
section 110 in the case where the motion detection section
114 determines that a predetermined gesture is input by the
user. More particularly, the second communication process-
ing section 111B sets up the beacon at the timing when the
motion detection section 114 detects the end point of the
gesture. Then, the second communication processing section
111B transmits the acceleration information held in the accel-
eration information holding section 181 and the terminal
identification information on the terminal device 100B as
superposed on the beacon.

The second communication processing section 111B also
transmits a request for connection to the cellular phone ter-
minal device 100A using the terminal identification informa-
tion on the cellular phone terminal device 100A transmitted
as superposed on the beacon.

1-3. Example of Information Processing Performed
by Communication System

Next, an example of the flow of information processing
performed by the communication system 1 formed by the
cellular phone terminal device 100A and the cellular phone
terminal device 100B discussed above will be described with
reference to the flowchart of FIG. 4. First, when a predeter-
mined gesture is input from the user to the cellular phone
terminal device 100B (step S1), the motion detection section
114 acquires an acceleration value detected by the accelera-
tion sensor 113 (see FIG. 3) as acceleration information (step
S2). Subsequently, the control section 110 determines
whether or not the end point of the gesture is detected by the
motion detection section 114 (step S3). The process in step S2
is continued while the end point is not detected.

In the case where the end point of the gesture is detected,
the second communication processing section 111B sets up a
beacon (step S4), and transmits the acceleration information
acquired in step S2 and terminal identification information on
the terminal device 100B as superposed on the beacon (step
S5).

In the cellular phone terminal device 100A, the accelera-
tion information and the terminal identification information
transmitted from the cellular phone terminal device 100B as
superposed on the beacon are stored in the acceleration infor-
mation storage section 182 and the terminal identification
information storage section 183 (see FIG. 2), respectively
(step S6). Subsequently, when the motion detection section
114 detects that a predetermined gesture is input by the user
(step S7), the motion determination section 115 acquires an
acceleration value detected by the acceleration sensor 113 as
acceleration information (step S8).

Then, the motion determination section 115 determines
whether or not the end point of the predetermined gesture is
detected (step S9). The process in step S8 is continued until
the end point is detected. In the case where the end point of the
predetermined gesture is detected, the control section 110
subsequently determines whether the acceleration informa-
tion obtained by analyzing the gesture and the acceleration
information transmitted from the cellular phone terminal
device 100B coincide with each other (step S10).
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In the case where the two pieces of acceleration informa-
tion do not coincide with each other, the process is termi-
nated. In the case where the two pieces of acceleration infor-
mation coincide with each other, the second communication
processing section 111A authenticates the terminal having
the terminal identification information stored in the terminal
identification information storage section 183 in step S6 (cel-
Iular phone terminal device 100B) (step S11). At the same
time, the second communication processing section 111A
transmits terminal identification information on the terminal
device 100A to the authenticated terminal (step S12). Conse-
quently, a connection setting process is started (step S13), and
a predetermined sequence determined in accordance with a
wireless communication standard is executed to complete the
connection setting process (step S14).

According to the embodiment discussed above, the
sequence for initial settings required to start communication
is started by the user of the cellular phone terminal device
100A and the user of the cellular phone terminal device 100B
justby inputting the same gesture to the terminals to complete
initial settings. This eliminates the need to provide the termi-
nals with a dedicated button for starting connection settings or
the like.

According to the embodiment discussed above, in addi-
tion, in the case where the gesture input to a terminal and the
gesture input to its mating terminal coincide with each other,
the mating terminal is authenticated. Thus, the user can save
the trouble of checking an SSID of the mating terminal to
input the SSID, or selecting an SSID from a list, and inputting
information such as PIN code for use for authentication
according to a standard such as WPS.

In the embodiment discussed above, connection settings
are made in the case where terminals that desire to commu-
nicate with each other input the same gesture to each other.
However, the present disclosure is not limited thereto. For
example, the terminal to which a gesture for starting to make
connection settings may transmit to the mating terminal addi-
tional information indicating the content of a gesture along
with the acceleration information and the terminal identifica-
tion information. Then, the mating terminal may be authen-
ticated in the case where the same gesture as the gesture
indicated by the additional information is input.

2. Modification of First Embodiment

2-1. Overview of Configuration of and Process
Performed by Communication System

FIG. 5 shows the outline of information processing per-
formed by a communication system 1' configured in this way.
FIG. 5A shows a user Ua and a user Ub that desire to transmit
and receive data to and from each other, showing a state in
which the user Ub makes a gesture for starting to make
connection settings by rotating a cellular phone terminal
device 100B' counterclockwise.

When such a gesture is input, additional information indi-
cating the content of a gesture is transmitted, in addition to
acceleration information and terminal identification informa-
tion, from the cellular phone terminal device 100B' held by
the user Ub to a cellular phone terminal device 100A' held by
the user Ua as shown in FIG. 5B. In the example of FIG. 5B,
information on a text “‘REVERSE ACTION” is transmitted as
the additional information to be displayed on the display
section 106 of the cellular phone terminal device 100A'

As shown in FIG. 6A, the user Ua holding the cellular
phone terminal device 100A' with the additional information
displayed on the display section 106 makes a gesture exactly
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as indicated on the display section 106. “REVERSE
ACTION” is a message for a command to input a gesture
corresponding to “REVERSE ACTION” of the gesture input
by the user Ub of the cellular phone terminal device 100B'
serving as the mating terminal. Therefore, the user Ua of the
cellular phone terminal device 100A' inputs a gesture corre-
sponding to “REVERSE ACTION” of the counterclockwise
gesture (see FIG. 5A) input by the user Ub. That is, the user
Ua inputs a gesture of rotating the cellular phone terminal
device 100A' clockwise. This allows the cellular phone ter-
minal device 100A' and the cellular phone terminal device
100B' to authenticate each other to complete connection set-
tings required for wireless communication as shown in FIG.
6C.

2-2. Example of Configuration of Cellular Phone
Terminal Devices

Subsequently, an example of the configuration of the cel-
Iular phone terminal device 100B' which receives the addi-
tional information will be described with reference to FIG. 7.
Components in FIG. 7 corresponding to those in FIG. 3 are
denoted by the same reference symbols to omit overlapping
description. The configuration of the cellular phone terminal
device 100B'is different from the configuration of the cellular
phone terminal device 100B shown in FIG. 3 in the configu-
ration of a storage section 108B' and in that the cellular phone
terminal device 100B' includes the motion determination sec-
tion 115 and an acceleration pattern generation section 116.
The storage section 108B' includes the acceleration informa-
tion holding section 181, the acceleration information storage
section 182, and the terminal identification information stor-
age section 183.

The acceleration pattern generation section 116 generates
an acceleration pattern serving as a reference value corre-
sponding to a gesture to be input by the user on the basis of the
acceleration information and the additional information
transmitted from the mating terminal.

The motion determination section 115 shown in FIG. 7
determines whether the acceleration information received
and stored in the acceleration information storage section 182
coincides with the acceleration pattern generated by the
acceleration pattern generation section 116 to output the
determination results to the control section 110. A second
communication processing section 111B' approves the mat-
ing terminal in the case where the motion determination sec-
tion 115 determines that the acceleration information result-
ing from the gesture input to the terminal device 100B'
coincides with the acceleration pattern. Then, the second
communication processing section 111B' transmits terminal
identification information on the terminal device 100B' to the
mating terminal.

2-3. Example of Information Processing Performed
by Communication System

FIG. 8 is a flowchart showing an example of the process
performed between the cellular phone terminal device 100A’
and the cellular phone terminal device 100B'. First, when a
predetermined gesture is input from the user Ub to the cellular
phone terminal device 100B' (step S21), the motion detection
section 115 acquires an acceleration value detected by the
acceleration sensor 113 (see FIG. 7) as acceleration informa-
tion (step S22). Subsequently, the motion determination sec-
tion 115 determines whether or not the end point of the
gesture is detected (step S23). The process in step S22 is
continued while the end point is not detected.
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In the case where the end point of the gesture is detected,
the second communication processing section 111B' setsup a
beacon (step S24), and transmits the acceleration information
acquired in step S22, terminal identification information on
the terminal device 100B', and additional information as
superposed on the beacon (step S25). A random value gener-
ated by the control section 110 of the cellular phone terminal
device 100B' is used as the additional information.

In the cellular phone terminal device 100A’, the accelera-
tion information and the terminal identification information
transmitted from the cellular phone terminal device 100B' as
superposed on the beacon are stored in the acceleration infor-
mation storage section 182 and the terminal identification
information storage section 183, respectively (step S26). Sub-
sequently, the acceleration pattern generation section 116
generates an acceleration pattern on the basis of the received
additional information (step S27). At the same time, the addi-
tional information received from the cellular phone terminal
device 100B' is displayed on the display section 106 under
control by the control section 110 (step S28).

Subsequently, when it is detected that a predetermined
gesture is input by the user (step S29), the motion determi-
nation section 115 acquires an acceleration value detected by
the acceleration sensor 113 as acceleration information (step
S30). Subsequently, the motion determination section 115
determines whether or not the end point of the predetermined
gesture is detected (step S31). The process in step S30 is
continued until the end point is detected. In the case where the
end point of the gesture is detected, the motion determination
section 115 determines whether the acceleration information
obtained by analyzing the gesture and the acceleration pattern
generated in step S27 coincide with each other (step S32).

In the case where the acceleration information does not
coincide with the acceleration pattern, the process is termi-
nated. In the case where the acceleration information coin-
cides with the acceleration pattern, the second communica-
tion processing section 111A authenticates the terminal
having the terminal identification information stored in the
terminal identification information storage section 183 in step
S26, that is, the cellular phone terminal device 100B' (step
S33). At the same time, the second communication process-
ing section 111A transmits terminal identification informa-
tion on the terminal device 100A' to the terminal authenti-
cated in step S33 (step S34). A connection setting process is
started on the basis of this process (step S35), and a predeter-
mined sequence determined in accordance with a wireless
communication standard is executed to complete the connec-
tion setting process (step S36).

According to the embodiment discussed above, the prob-
ability that a connection setting process is performed with a
terminal other than the desired terminal can be reduced com-
pared to the technique described in relation to the first
embodiment. In the first embodiment, for example, inthe case
where a gesture for starting to make connection settings is
input by a person that is different from the mate with which it
is desired to start communication, connection setting may be
started with the different person. That is, in the case where a
gesture of swinging an arm downward from above the head is
made as the gesture for starting to make connection settings
and where a different user staying nearby happens to make the
same gesture, connection setting may be made with the dif-
ferent user.

According to the method described in relation to the modi-
fication of the first embodiment, in contrast, connection set-
ting is made with the terminal to which the gesture indicated
by the additional information is input. Thus, even in the case
where a different user that saw the gesture for starting to make
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connection settings makes the same gesture, or in the case
where a different user happens to make the same gesture,
connection setting is not started with such users. That is, even
if a different user staying at a location that a radio wave does
not reach (where the additional information cannot be
received) sees the gesture for starting to make connection
settings and makes a similar motion, connection setting is not
started with the different user. Thus, connection setting can be
made more reliably with the desired mate.

In the example shown in FIGS. 5A to 8, the acceleration
pattern based on the additional information is generated by
the cellular phone terminal device 100A" which receives the
additional information. However, the acceleration pattern
may be generated by the cellular phone terminal device 100B'
which generates the additional information.

3. Second Embodiment

3-1. Overview of Configuration of and Process
Performed by Communication System

Next, an overview of the configuration of and the process
performed by a communication system 1 according to a sec-
ond embodiment of the present disclosure will be described
with reference to FIGS. 9A-9C. In the second embodiment,
the content of a gesture for starting to make settings for
wireless connection is determined in advance, and connection
setting is started in the case where a gesture exactly as deter-
mined is input to one of two terminals, between which it is
desired to start communication.

First, in the case where the user inputs a gesture of swing-
ing a cellular phone terminal device 100Aa downward from
above as shown in FIG. 9A, the cellular phone terminal device
100A0 is triggered upon detection of the gesture to start
transmitting a beacon. Acceleration information indicating
the content of the gesture made by the user and terminal
identification information on the cellular phone terminal
device 100Aq. are superimposed on the beacon.

A cellular phone terminal device 100Ba acquires the
acceleration information and the terminal identification infor-
mation sent as superimposed on the beacon, and stores the
information in the terminal device 100Bc.. Then, in the case
where the received acceleration information coincides with
an acceleration pattern determined in advance, a set of the
acceleration information received from the cellular phone
terminal device 100Ac. and terminal identification informa-
tion on the terminal device 100Ba is transmitted as super-
posed on a beacon as shown in FIG. 9B.

Subsequently, the cellular phone terminal device 100Ac.
determines whether the acceleration information transmitted
from the cellular phone terminal device 100Ba coincides
with acceleration information which the terminal device
100 Ao already transmitted through broadcasting. That is, it is
checked whether or not the terminal having the terminal
identification information transmitted to the terminal device
100Ac matches the mating terminal to which the terminal
device 100Aa sent the acceleration information.

Then, in the case where the acceleration information sent to
the terminal device 100Aa is the same as the acceleration
information which the terminal device 100Ac. already trans-
mitted, the cellular phone terminal device 100Aqa. authenti-
cates the cellular phone terminal device 100Bc. to provide a
notification of authentication to the cellular phone terminal
device 100Ba.. A connection setting process is performed
between the cellular phone terminal devices 100Ac. and
100Ba. on the basis of this process to establish a data link
between the cellular phone terminal devices 100Ac. and
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100Ba., thereby enabling transmission of data frames (con-
nection settings completed; see FIG. 9C).

3-2. Example of Configuration of Cellular Phone
Terminal Devices

Next, an example of the configuration of the cellular phone
terminal device 100 A and the cellular phone terminal device
100Bo. will be described with reference to FIGS. 10 and 11.
Inthe embodiment, the cellular phone terminal device 100Ac.
serves as the terminal to which a gesture for starting to make
connection settings is first input. The cellular phone terminal
device 100Ba serves as the terminal which determines
whether or not the gesture input to the cellular phone terminal
device 100Aa coincides with a gesture determined in
advance.

First, an example of the configuration of the cellular phone
terminal device 100Aa will be described with reference to
FIG. 10. Components in FIG. 10 corresponding to those in
FIG. 2 are denoted by the same reference symbols to omit
overlapping description.

Inthe embodiment, it is not determined whether the respec-
tive contents of gestures input to the terminals coincide with
each other, but it is determined whether a gesture input to one
of the terminals is the same as a gesture determined in
advance, and the determination is made by the cellular phone
terminal device 100Ba. Therefore, in the cellular phone ter-
minal device 100Aq, in the case where a particular gesture is
input by the user, the motion detection section 114 detects the
input gesture, and the second communication processing sec-
tion 111A transmits acceleration information produced as a
result of the gesture to the cellular phone terminal device
100Bc.

In the cellular phone terminal device 100 A, in addition, in
the case where acceleration information and terminal identi-
fication information are transmitted from the cellular phone
terminal device 100Bc., the control section 110 determines
whether the sent acceleration information coincides with the
acceleration information which the terminal device 100Ac.
already transmitted. In the case where a coincidence is made,
the second communication processing section 111A is con-
trolled so as to authenticate the cellular phone terminal device
100Bc.

Subsequently, an example of the configuration of the cel-
Iular phone terminal device 100Ba. will be described with
reference to FIG. 11. Components in FIG. 11 corresponding
to those in FIGS. 3 and 7 are denoted by the same reference
symbols to omit overlapping description. The configuration
of'the cellular phone terminal device 100Ba is different from
the configuration of the cellular phone terminal device 100B
shown in FIG. 3 in the configuration of a storage section
108Ba. and in the content of the process performed by a
motion determination section 115c.

The storage section 108Ba includes the acceleration infor-
mation storage section 182 which stores terminal identifica-
tion information transmitted from the mating terminal and an
acceleration pattern storage section 184. The acceleration
pattern storage section 184 stores an acceleration pattern
corresponding to the content of a predetermined gesture for
starting to make connection settings. For example, in the case
where a motion of rotating the terminal clockwise twice is set
as the gesture for starting to make connection settings, an
acceleration value resulting from rotating the terminal clock-
wise twice is stored in advance as a reference value. In the
following description, the reference value is also referred to
as “acceleration pattern”.
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The motion determination section 1150 determines
whether the acceleration information transmitted from the
cellular phone terminal device 100Ac serving as the mating
terminal coincides with the acceleration pattern stored in the
acceleration pattern storage section 184 to output the deter-
mination results to the control section 110. In the case where
it is determined that the acceleration information transmitted
from the cellular phone terminal device 100Ac coincides
with the acceleration pattern determined in advance, the sec-
ond communication processing section 111B authenticates
the cellular phone terminal device 100Ac on the basis of
control by the control section 110. Then, the second commu-
nication processing section 111B provides a notification of
authentication to the cellular phone terminal device 100Ac.

The acceleration pattern storage section 184 may store a
plurality of types of acceleration patterns. By correlating
pieces of information on different terminals or devices with
the plurality of acceleration patterns, the terminal or device
for connection can be changed in accordance with the type of
an input gesture.

3-3. Example of Information Processing Performed
by Communication System

Next, an example of information processing performed by
the communication system 1a according to the embodiment
will be described with reference to FIG. 12. FIG. 12 is a
flowchart showing an example of the process performed
between the cellular phone terminal device 100Ac and the
cellular phone terminal device 100Bc. First, when a prede-
termined gesture is input to the cellular phone terminal device
100A0 (step S41), an acceleration value resulting from the
gesture is acquired by the acceleration sensor 113 (see FIG.
10), and converted into acceleration information by the
motion detection section 114 (step S42). Subsequently, the
motion detection section 114 determines whether or not the
end point of the gesture is detected (step S43). The process in
step S42 is continued until the end point is detected.

In the case where the end point of the gesture is detected,
the second communication processing section 111A sets up a
beacon (step S44). Then, the acceleration information
acquired in step S42 and terminal identification information
on the terminal device 100Ac. are transmitted as superposed
on the beacon (step S45).

In the cellular phone terminal device 100Bq, it is deter-
mined whether or not the acceleration information transmit-
ted from the cellular phone terminal device 100Ac. as super-
posed on the beacon coincides with the acceleration pattern
stored in advance in the acceleration pattern storage section
184 (see FIG. 11) (step S46). In the case where the received
acceleration information does not coincide with the accelera-
tion pattern stored in the acceleration pattern storage section
184, the process is terminated. In the case where the received
acceleration information coincides with the acceleration pat-
tern determined in advance, the received acceleration infor-
mation and identification information on the terminal device
100Ba. are transmitted as superposed on a beacon (step S47).

In the cellular phone terminal device 100Aq, it is deter-
mined whether the acceleration information sent from the
cellular phone terminal device 100Ba and the acceleration
information acquired in step S2 coincide with each other (step
S48). Subsequently, it is checked whether the received accel-
eration information and the acceleration information which
the terminal device 100Aa acquired and already transmitted
as superposed on the beacon coincide with each other (step
S48). In the case where a coincidence is not made, the process
is terminated. In the case where a coincidence is made, a
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notification of authentication is provided to the mating termi-
nal (step S49). This triggers a connection setting process to
start (step S50), and a predetermined connection sequence is
performed to complete connection settings (step S51).

According to the second embodiment discussed above,
connection setting required for wireless communication can
be started just by inputting a gesture exactly as determined in
advance to one of two terminals, between which it is desired
to start wireless communication, and can be automatically
completed.

Therefore, even in the case where the device with which it
is desired to perform wireless communication is an immov-
able device such as a television receiver, for example, con-
nection settings for wireless communication can be made
without taking the trouble of setting the SSID, inputting the
PIN code, or the like.

4. Third Embodiment

4-1. Overview of Configuration of and Process
Performed by Communication System

Next, an overview of the configuration of and the process
performed by a communication system 1f according to a
third embodiment of the present disclosure will be described
with reference to FIGS. 13A-14B. In the third embodiment,
connection setting is started in the case where a predeter-
mined gesture is input to one of two terminals and the gesture
is made in the direction of the other terminal.

First, it is assumed that the user Ub of a cellular phone
terminal device 100Bf swings the cellular phone terminal
device 100Bf upward to above his/her head as shown in FIG.
13A and then swings the cellular phone terminal device
100Bp downward as shown in FIG. 13B. The user Ub desires
to start communication with a cellular phone terminal device
100Ap, and makes a motion of swinging his/her arm down-
ward in the direction of the cellular phone terminal device
100A[. When such a gesture is input, a beacon is transmitted
from the cellular phone terminal device 100Bf as shown in
FIG. 13C. Acceleration information acquired by the cellular
phone terminal device 100B, position information acquired
at a start point Sp and an end point Ep of the gesture, and
terminal identification information on the cellular phone ter-
minal device 100Bf are superimposed on the beacon.

The beacon is non-directional. Therefore, in the case where
there are other terminals (here, cellular phone terminal
devices 100C and 100D) etc. around the terminal with which
it is desired to start communication as shown in FIG. 14A,
such terminals also receive the beacon. However, the cellular
phone terminal device 100Af which receives the beacon
determines whether the gesture input to the mating terminal is
made in the direction of the terminal device 100Ap.

Then, in the case where it is determined that the input
gesture is made in the direction of the terminal device 100Af,
the cellular phone terminal device 100Af transmits informa-
tion required for connection as superposed on a beacon. Con-
nection settings required for wireless communication are
made between the cellular phone terminal device 100A[ and
the cellular phone terminal device 100Bf to establish a data
link, thereby enabling transmission of data frames (see FIG.
14B).

By performing such a process, only the terminal positioned
in the direction indicated by the trajectory connecting the start
point Sp and the end point Ep of the gesture input to the
cellular phone terminal device 100Bf} remains as the terminal
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with which connections setting are to be made. That is, setting
for wireless connection is started with the cellular phone
terminal device 100A.

4-2. Overview of Configuration of and Process
Performed by Communication System

Next, an example of the configuration of the cellular phone
terminal device 100Af and the cellular phone terminal device
100Bp will be described with reference to FIGS. 15and 16. In
the embodiment, the cellular phone terminal device 100Bf
serves as the terminal to which a gesture for starting to make
connection settings is first input, and makes settings for wire-
less connection on the basis of information transmitted from
the mating terminal. The cellular phone terminal device
100Ap serves as the terminal which determines whether or
not the gesture input to the cellular phone terminal device
100Bp indicates the direction of the terminal device 100A.

First, an example of the configuration of the cellular phone
terminal device 100Bf will be described with reference to
FIG. 15. Components in FIG. 15 corresponding to those in
FIGS. 3,7, and 11 are denoted by the same reference symbols
to omit overlapping description. The cellular phone terminal
device 100Bf includes a GPS (Global Positioning System)
117 serving as a position detection section that detects the
position of the device itself, in addition to the second com-
munication processing section 111B and the acceleration sen-
sor 113. The GPS 117 calculates information on the longi-
tude, the latitude, and the altitude of the GPS 117 serving as
a receiver by receiving radio waves from a plurality of GPS
satellites to determine the respective distances from the sat-
ellites.

The GPS 117 acquires position information on the basis of
control by the control section 110 when the motion detection
section 114 detects the start point of the gesture and when the
motion detection section 114 detects the end point of the
gesture. The second communication processing section 111B
sets up a beacon at the time when the end point of the gesture
is detected, and transmits acceleration information, position
information at the start point and the end point of the gesture,
and terminal identification information on the terminal device
100Bp as superposed on the beacon.

In the case where a set of acceleration information and
terminal identification information is received from a plural-
ity of terminals, the second communication processing sec-
tion 111B performs control so as to reduce the power for
transmitting the beacon. This control is continued until more
than one piece of acceleration information is not received any
more.

Next, an example of the configuration of the cellular phone
terminal device 100Af will be described with reference to
FIG. 16. Components in FIG. 16 corresponding to those in
FIGS. 2 and 10 are denoted by the same reference symbols to
omit overlapping description. As with the cellular phone ter-
minal device 100Bp, the cellular phone terminal device
100Ap also includes a GPS 117 serving as a position infor-
mation detection section. A motion detection section 114
determines whether or not a gesture input to the mating ter-
minal is made in the direction of the terminal device 100A
on the basis of the acceleration information and the position
information at the start point and the end point of the gesture
transmitted from the mating terminal and position informa-
tion indicating the position of the terminal device 100A[
(position information detected by the GPS 117 (see FI1G. 15)).
In the case where the motion detection section 114 deter-
mines that the gesture is made in the direction of the terminal
device 100Af3, the second communication processing section
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111A transmits the received acceleration information and
terminal identification information on the terminal device
100Ap as superposed on a beacon.

4-3. Example of Information Processing Performed
by Communication System

Next, an example of information processing performed by
the communication system 1 according to the embodiment
will be described with reference to FIG. 17. FIG. 17 is a
flowchart showing an example of the process performed
between the cellular phone terminal device 100Af and the
cellular phone terminal device 100Bf. First, when a prede-
termined gesture is input to the cellular phone terminal device
100Bp (step S61), the GPS 117 (see FIG. 15) acquires posi-
tion information at the start point of the gesture (step S62). At
the same time, the motion detection section 114 acquires
acceleration information resulting from the input gesture
(step S63).

Subsequently, the motion detection section 114 determines
whether or not the end point of the gesture is detected (step
S64). In the case where the end point of the gesture is not
detected, the procedure returns to step S63 to continue the
process. In the case where the end point of the gesture is
detected, the GPS 117 acquires position information at the
end point of the gesture, and the second communication pro-
cessing section 111B sets up a beacon (step S66). Then, the
second communication processing section 111B transmits
the acceleration information acquired in step S63, the posi-
tion information acquires at the start point and the end point of
the gesture, and terminal identification information on the
terminal device 100Bf as superposed on the beacon (step
S67).

In the cellular phone terminal device 100Af, the motion
detection section 114 (see FIG. 16) determines on the basis of
the acceleration information and the position information
transmitted as superposed on the beacon and position infor-
mation on the device itself whether or not the gesture input to
the cellular phone terminal device 100Bf is made toward the
terminal device 100A[ (step S68). In the case where it is
determined that the gesture is not made toward the terminal
device 100A, the process is terminated. In the case where it
is determined that the gesture is made toward the terminal
device 100A, the received acceleration information and ter-
minal identification information on the terminal device
100Ap are transmitted as superposed on a beacon (step S69).

In the cellular phone terminal device 100Bp, it is deter-
mined whether two or more sets of acceleration information
and terminal identification information are received (step
S70). Inthe case where two or more such sets are received, the
second communication processing section 111B performs a
process of reducing the power for transmitting the beacon
(step S71). Then, the procedure returns to step S67 to con-
tinue the process. That is, the power for transmitting the
beacon is gradually reduced while a set of acceleration infor-
mation and terminal identification information is transmitted
from a plurality of terminals.

For example, a case where the user inputs to the cellular
phone terminal device 100Bf a gesture of swinging the ter-
minal downward from above his/her head is considered. In
this case, in the case where there is a different terminal behind
the user when he/she swings his/her arm upward, the terminal
may also determine that the gesture is made toward the ter-
minal. In this case, not only the cellular phone terminal device
100Ap positioned at a location pointed by the cellular phone
terminal device 100Bf but also the different terminal posi-
tioned behind transmits acceleration information and termi-
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nal identification information. In such a case, the power for
transmitting the beacon is reduced so that connection setting
is not started with a terminal other than the cellular phone
terminal device 100Af with which it is desired to start com-
munication.

Gradually reducing the power for transmitting the beacon
gradually reduces the range reached by the beacon. This is
considered to gradually reduce the number of pieces of accel-
eration information sent in response to the transmission from
the cellular phone terminal device 100B[] to finally become
one.

Then, in the case where only one set of acceleration infor-
mation and terminal identification information is received,
the control section 110 determines whether or not the
received acceleration information coincides with the accel-
eration information already transmitted in step S67 (step
S72). In the case where the two pieces of acceleration infor-
mation do not coincide with each other, the process is termi-
nated. In the case where a coincidence is made, a notification
of authentication is provided to the mating terminal (step
S73). This triggers a connection setting process to start (step
S74), and a predetermined connection sequence is performed
to complete connection settings (step S75).

According to the third embodiment discussed above, the
user can start to make settings for wireless communication
with the desired terminal just by making a gesture of directing
his/her terminal to the terminal with which it is desired to start
wireless communication. This allows the user to start to make
connection settings through an intuitive operation since it is
only necessary to make the direction of the terminal with
which it is desired to actually start wireless communication
and the direction of the gesture coincide with each other.

Further, according to the embodiment, as in the second
embodiment, even in the case where the device with which it
is desired to perform wireless communication is an immov-
able device, connection settings for wireless communication
can be made without taking the trouble of setting the SSID,
inputting the PIN code, or the like.

In the embodiment, the GPS is used as the position infor-
mation detection section. However, the present disclosure is
not limited thereto. For example, the present disclosure may
also be applied to a technique in which position measurement
is performed using information transmitted through a radio
wave transmitted from a base station in addition to radio
waves from GPS satellites. Moreover, a technique called
A-GPS (Assisted GPS) may also be used. In the A-GPS,
position measurement is performed using starting data
acquired by a server and transmitted through a radio wave
from a base station and a clock signal transmitted through
radio waves from GPS satellites.

A sensor that can detect the orientation that the terminal is
facing such as an electronic compass, for example, may be
used as the position information detection section. The elec-
tronic compass detects terrestrial magnetism to acquire the
orientation that the compass itself is facing as an orientation
angle from the magnetic north. In the case where the elec-
tronic compass is used as the position information detection
section, acceleration information may not be included in the
information transmitted as superposed on a beacon by the
cellular phone terminal device 100B[] to which a gesture is
input. This is because transmitting a flag or the like indicating
the presence or absence of an input gesture, in place of accel-
eration information, along with position information enables
the terminal which receives the flag to determine whether or
not the gesture is made toward the terminal.
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5. Fourth Embodiment

5-1. Overview of Configuration of and Process
Performed by Communication System

Next, an overview of the configuration of and the process
performed by a communication system 1y according to a
fourth embodiment of the present disclosure will be described
with reference to FIGS. 18A-18C. The communication sys-
tem 1y according to the embodiment is formed by a cellular
phone terminal device 100By and an access point 200. Both
the cellular phone terminal device 100By and the access point
200 supports the WPS, and connection settings for wireless
communication are made using the “PIN Code Method” for
the WPS.

First, when a command to start to make connection settings
for wireless communication is input by the user via a prede-
termined user interface or the like, an SSID is transmitted as
superposed on a beacon from the access point 200 to the
cellular phone terminal device 100By as shown in FIG. 18A.
When the beacon is received, a gesture determined in advance
as the gesture for starting to make settings for wireless con-
nection is input to the cellular phone terminal device 100By.
Then, the cellular phone terminal device 100By is triggered
upon input of the gesture to transmit acceleration information
corresponding to the content of the gesture and terminal iden-
tification information on the cellular phone terminal device
100By as superposed on a beacon as shown in FIG. 18B.

In the access point 200, in the case where it is determined
that the received acceleration information coincides with an
acceleration pattern determined in advance, the cellular
phone terminal device 100By is registered in a registrar pro-
vided in the access point 200 (see FIG. 18C). That is, a data
link is established between the access point 200 and the
cellular phone terminal device 100By, thereby enabling trans-
mission of data frames.

5-2. Overview of Configuration of and Process
Performed by Communication System

Next, an example of the configuration of the access point
200 and the cellular phone terminal device 100By will be
described with reference to FIGS. 19 and 20. First, an
example of the configuration of the access point 200 will be
described with reference to FIG. 19. The access point 200
includes a control section 210 formed by a CPU or the like, a
first communication processing section 201 that controls data
transmission and reception between a wired LAN and a wire-
less LAN, and an operation section 202 formed by a button, a
switch, or the like.

The access point 200 also includes a storage section 203
formed by a non-volatile memory or the like, a second com-
munication processing section 204 to which an antenna 205
for second communication is connected, and a motion deter-
mination section 206. The storage section 203 includes an
acceleration pattern storage section 231 that stores an accel-
eration pattern corresponding to the content of a gesture
determined in advance as the gesture for starting to make
settings for wireless connection, and a terminal information
registration section 232 serving as a registrar in which
received terminal identification information on a different
terminal is registered.

The motion determination section 206 checks whether
acceleration information transmitted from a terminal coin-
cides with the acceleration pattern stored in the acceleration
pattern storage section 231. In the case where the two pieces
of acceleration information coincide with each other, the
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motion determination section 206 authenticates the mating
terminal to register the mating terminal in the terminal infor-
mation registration section 232.

Next, an example of the configuration of the cellular phone
terminal device 100By will be described with reference to
FIG. 20. Constituent components in FIG. 20 corresponding to
those in FIGS. 3, 7, 11, and 15 are denoted by the same
reference symbols to omit overlapping description. The cel-
Iular phone terminal device 100By according to the embodi-
ment includes the second communication processing section
111B, the acceleration sensor, the motion detection section
114 which detects that a predetermined gesture is input from
the user, and the acceleration information holding section 181
which temporarily holds acquired acceleration information.
The second communication processing section 111B trans-
mits the detected acceleration information and terminal iden-
tification information on the terminal device 100By as super-
posed on a beacon in the case where the motion detection
section 114 detects that the predetermined gesture is input by
the user.

5-3. Example of Information Processing Performed
by Communication System

Next, an example of information processing performed by
the communication system 1y according to the embodiment
will be described with reference to FIG. 21. FIG. 21 is a
flowchart showing an example of the process performed
between the cellular phone terminal device 100By and the
access point 200. First, when the access point 200 is con-
nected to a wired LAN or turned on while connected to a
wired LAN (step S81), the SSID which is the network name
of the access point is broadcast as superposed on a beacon
(step S82).

In the cellular phone terminal device 100By, when the
SSID is received, a predetermined gesture is subsequently
input by the user (step S83), and an acceleration value result-
ing from the gesture is acquired by the acceleration sensor
113 (see FIG. 20). The acquired acceleration value is con-
verted into acceleration information by the motion detection
section 114 (step S84). Then, the motion detection section
114 determines whether or not the end point of the gesture is
detected (step S85). The procedure returns to step S84 to
continue the process until the end point is detected.

In the case where the end point of the gesture is detected,
the second communication processing section 111B sets up a
beacon (step S86), and transmits the acceleration information
acquired in step S84 and terminal identification information
on the terminal device 100By as superposed on the beacon
(step S87).

In the access point 200, the control section 210 determines
whether or not the received acceleration information coin-
cides with the acceleration pattern stored in the acceleration
pattern storage section 231 (step S88). In the case where a
coincidence is not made, the process is terminated. In the case
where the received acceleration information coincides with
the acceleration pattern, the cellular phone terminal device
100By is authenticated to be registered in the terminal infor-
mation registration section 232 (step S89). Consequently,
connection settings for wireless communication are com-
pleted (step S90).

According to the fourth embodiment discussed above, con-
nection settings can be made more easily, even for a device
that already supports a scheme that facilitates making con-
nection settings such as the WPS, utilizing such a scheme.
That is, it is possible to start wireless connection with the
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desired device without taking the troublesome procedures
such as inputting the PIN code.

In the embodiment, connection settings are made using the
“PIN Code Method” for the WPS. However, connection set-
tings may be made through other methods such as the “Push
Button Method”.

Alternatively, the present disclosure may also be applied to
other standards for connection setting provided under the
names “AOSS (AirStation One-Touch Secure System; trade-
mark)”, “Easy Wireless Start”; and so forth.

6. Various Modifications

In the embodiments discussed above, connection settings
for starting wireless communication with the desired mate are
to be made. However, the present disclosure is not limited
thereto. For example, wireless connection settings (associa-
tion) may be canceled in the case where a gesture in the
direction opposite to the gesture for starting to make settings
for wireless connection is input. An example of information
processing performed between the cellular phone terminal
device 100A (see FIG. 2) and the cellular phone terminal
device 100B (see FIG. 3) in such a case is shown in the
flowchart of FIG. 22.

First, when a predetermined gesture is input to the cellular
phone terminal device 100B (step S101), an acceleration
value resulting from the gesture is acquired by the accelera-
tion sensor 113 (see FIG. 3), and converted into acceleration
information (third acceleration information) by the motion
detection section 114 (step S102). Then, the motion detection
section 114 determines whether or not the end point of the
gesture is detected (step S103). The procedure returns to step
S102 to continue the process until the end point is detected.

In the case where the end point of the gesture is detected, it
is determined whether or not the detected gesture is made in
the direction opposite to the preceding input gesture (step
S104). That is, a comparison is made between the accelera-
tion information obtained from the currently input gesture
and the preceding obtained acceleration information to deter-
mine whether the directions of the gestures are opposite to
each other. For example, in the case where a gesture of swing-
ing a terminal downward from above the head is input the last
time, a gesture of swinging the terminal upward to above the
head is determined as the gesture made in the opposite direc-
tion.

In the case where the preceding input gesture and the
currently input gesture are not made in the directions opposite
to each other, the process is terminated. In the case where the
preceding input gesture and the currently input gesture are
made in the directions opposite to each other, the acceleration
information acquired in step S102 is transmitted to the mating
terminal via an existing established connection (step S105).

In the cellular phone terminal device 100A, when a prede-
termined gesture input by the user is detected (step S106), an
acceleration value resulting from the gesture is acquired by
the acceleration sensor 113, and converted into acceleration
information by the motion detection section 114 (step S107).
Subsequently, it is determined whether or not the end point of
the gesture is detected (step S108). The process in step S107
is continued while the end point of the gesture is not detected.

In the case where the end point of the gesture is detected,
the motion determination section 115 determines whether or
not the acquired acceleration information and the accelera-
tion information transmitted from the mating terminal via the
existing connection coincide with each other (step S109). In
the case where the two pieces of acceleration information do
not coincide with each other, the process is terminated. In the
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case where the two pieces of acceleration information coin-
cide with each other, a request to cancel the wireless connec-
tion settings (association) is transmitted to the mating termi-
nal via the existing connection (step S110). A process of
canceling the connection settings is performed on the basis of
this request (step S111) to break the connection between the
cellular phone terminal devices 100A and 100B (step S112).

According to the modification discussed above, the user
can cancel the established association just by inputting a
gesture in the direction opposite to the gesture made to start
wireless connection settings. That is, connection settings can
also be canceled through an easy and significantly intuitive
operation.

In the modification discussed above, a gesture in the direc-
tion opposite to the gesture made to start connection settings
is input to cancel association. However, the present disclosure
is not limited thereto. Any gesture that is input while a data
link is established and that may be the same as or different
from the gesture made to start connection settings may be
considered as the gesture for canceling the settings, and may
be used to cancel the settings.

In the embodiments discussed above, a wireless connec-
tion process is performed on the basis of the Wi-Fi Direct
specification. However, other wireless communication stan-
dards may also be used. For example, various standards speci-
fied as IEEE 802.11 and standards such as Bluetooth, Wire-
less HD (High Definition), WiGig (Wireless Gigabit), WHDI
(Wireless Home Digital Interface), infrared communication,
and NFC (Near Field Communication) may also be used.

The sequence of processes in the embodiments discussed
above may be executed by means of software as well as by
means of hardware. In the case where the sequence of pro-
cesses is executed by means of software, the software may be
executed by a computer in which a program constituting the
software is incorporated in dedicated hardware, or by a com-
puter in which a program for executing various functions is
installed.

A storage medium that stores program codes of software
that implements the functions according to the embodiments
discussed above may be supplied to a system or a device. It
should be understood that the functions are also implemented
by a computer (or a control device such as a CPU) of the
system or the device by reading and executing the program
codes stored in the storage medium.

In this case, examples of the storage medium which sup-
plies the program codes include a flexible disk, a hard disk, an
optical disc, a magneto-optical disk, a CD-ROM, a CD-R, a
magnetic tape, a non-volatile memory card, and a ROM.

The functions according to the embodiments discussed
above are implemented by the computer by reading and
executing the program codes. In addition, an OS etc. that
operates on the computer may perform part or all of the actual
processes on the basis of commands according to the program
codes. The present disclosure also includes a case where the
functions according to the embodiments discussed above are
implemented by the processes.

Process steps defining chronological processes described
herein include processes to be performed chronologically in
accordance with the order of description, and processes that
may not necessarily be performed chronologically but that
may be executed in parallel or individually (for example,
parallel processes or processes performed by objects).

The configurations and the processes described in the
claims of the present disclosure are not limited to the embodi-
ments discussed above. It should be understood as a matter of
course by those skilled in the art that various modifications,
combinations, and other embodiments may occur depending
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on design requirements and other factors insofar as they are
within the scope of the appended claims or the equivalents
thereof.

The present disclosure may be configured as follows.

(1) A communication apparatus including:

a communication processing section that controls wireless
communication performed with a different device;

a displacement sensor that detects an amount of displace-
ment;

amotion detection section that detects that a predetermined
motion is input to the communication apparatus by a user on
the basis of the amount of displacement detected by the dis-
placement sensor to output displacement information corre-
sponding to the predetermined motion;

a motion determination section that compares first dis-
placement information which is the displacement informa-
tion output from the motion detection section and second
displacement information acquired via the communication
processing section to determine whether the first displace-
ment information and the second displacement information
coincide with each other; and

acontrol section that causes the communication processing
section to start to make connection settings required to estab-
lish a data link with the different device in the case where it is
determined that a difference between the first displacement
information and the second displacement information falls
within a predetermined range.

(2) The communication apparatus according to (1), in which
the communication processing section transmits the first dis-
placement information as superimposed on a signal that car-
ries a notification of presence of the apparatus or a response.
(3) The communication apparatus according to (1) or (2), in
which the communication processing section sets up the sig-
nal at a timing when the predetermined motion made by the
user is detected by the displacement sensor.

(4) The communication apparatus according to any one of (1)
to (3), in which the communication processing section makes
the connection settings using terminal identification informa-
tion on the different device transmitted along with the second
displacement information.

(5) (First embodiment; FIGS. 1 to 4) The communication
apparatus according to any one of (1) to (4), in which the
second displacement information is generated on the basis of
a motion input to the different device by a user.

(6) (Modification of first embodiment; FIGS. 5 to 8) The
communication apparatus according to claim 4,

in which the communication processing section receives
additional information transmitted from the different device
along with the second displacement information and indicat-
ing a content of a motion, and

the control section causes the communication processing

section to start to make the connection settings in the case
where the motion determination section determines that a
difference between a displacement pattern generated on the
basis of the additional information and the first displacement
information falls within a predetermined range.
(7) (Second embodiment; FIGS. 9 to 12) The communication
apparatus according to any one of (1) to (4), in which the
second displacement information is transmitted from the dif-
ferent device which receives the first displacement informa-
tion transmitted from the communication apparatus in the
case where the different device determines that a difference
between the first displacement information and a predeter-
mined displacement pattern set in advance falls within a pre-
determined range.
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(8) (Third embodiment; FIGS. 13 to 17) The communication
apparatus according to any one of (1) to (4), further including:
aposition detection section that acquires position informa-
tion on the communication apparatus,

in which the communication processing section transmits
along with the first displacement information the position
information detected by the position detection section along
with a predetermined motion input by the user, and

the second displacement information is transmitted from
the different device in the case where the different device
which receives the first displacement information and the
position information transmitted from the communication
apparatus determines that a motion indicated by the first
displacement information and the position information is
made in a direction in which the apparatus is positioned.

(9) (Third embodiment; FIGS. 13 to 17; a case where a
recipient calculates the direction in which a gesture is made)
The communication apparatus according to (8), in which the
position information transmitted to the different device
includes position information acquired at a start point and an
end point of the predetermined motion input by the user.
(10) (Third embodiment; FIGS. 13 to 17; a case where a
recipient does not calculate the direction in which a gesture is
made) The communication apparatus according to (8), in
which the position information transmitted to the different
device is a flag value indicating presence or absence of the
predetermined motion input by the user.

(11) (Modification; FIG. 22) The communication apparatus
according to any one of (1) to (4),

in which the motion determination section compares third
displacement information, which is displacement informa-
tion generated on the basis of a predetermined motion input to
the communication apparatus by the user with the data link
established, and the first displacement information generated
when starting to make the connection settings, and

the control section causes the communication processing
section to cancel the data link in the case where the motion
determination section determines that a direction of the pre-
determined motion indicated by the third displacement infor-
mation is opposite to that of the predetermined motion indi-
cated by the first displacement information.

(12) (Fourth embodiment <embodiment of AP; FIGS. 18 to
21>; independent claim) A communication apparatus includ-
ing:

a communication processing section that controls wireless
communication performed with a different device;

a motion determination section that determines whether a
predetermined displacement pattern set in advance and sec-
ond displacement information acquired via the communica-
tion processing section coincide with each other; and

a control section that causes the communication processing
section to start to make connection settings required to estab-
lish a data link with the different device in the case where it is
determined that a difference between the first displacement
information and the second displacement information falls
within a predetermined range.

(13) A communication method including:

detecting an amount of displacement;

detecting that a predetermined motion is input to the com-
munication apparatus by a user on the basis of the detected
amount of displacement to output displacement information
corresponding to the predetermined motion;

comparing first displacement information which is the dis-
placement information and second displacement information
which is displacement information transmitted from a differ-
ent device; and
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starting to make connection settings required to establish a
data link with the different device in the case where a differ-
ence between the first displacement information and the sec-
ond displacement information falls within a predetermined
range.

(14) A program that causes a computer to:

detect an amount of displacement;

detect that a predetermined motion is input to the commu-
nication apparatus by a user on the basis of the detected
amount of displacement to output displacement information
corresponding to the predetermined motion;

compare first displacement information which is the dis-
placement information and second displacement information
which is displacement information transmitted from a differ-
ent device; and

start to make connection settings required to establish a
data link with the different device in the case where a differ-
ence between the first displacement information and the sec-
ond displacement information falls within a predetermined
range.

The invention claimed is:

1. An information processing apparatus comprising:

circuitry configured to
receive, from another information processing apparatus,
first displacement information corresponding to move-
ment of the another information processing apparatus;

sense second displacement information corresponding to
movement of the information processing apparatus;

determine whether the first displacement information and
the second displacement information indicate that the
movement of the another information processing appa-
ratus and the movement of the information processing
apparatus are performed separately and have a predeter-
mined relationship; and

establish a connection with the another information pro-

cessing apparatus when the first displacement informa-
tion and the second displacement information indicate
that the movement of the another information process-
ing apparatus and the movement of the information pro-
cessing apparatus are performed separately and have the
predetermined relationship.

2. The information processing apparatus of claim 1,
wherein the circuitry is configured to determine a difference
between the first displacement information and the second
displacement information and to establish the connection
with the another information processing apparatus when the
difference is less than a predetermined threshold.

3. The information processing apparatus of claim 1,
wherein the circuitry is configured to determine that a prede-
termined motion is applied to the information processing
apparatus based on an amount of the movement of the infor-
mation processing apparatus, and to generate the second dis-
placement information based on the determination.

4. The information processing apparatus of claim 1,
wherein the first displacement information is included in a
signal transmitted from the another information processing
apparatus that notifies a presence of the another information
processing apparatus.

5. The information processing apparatus of claim 4,
wherein the signal includes identification information corre-
sponding to the another information processing apparatus.

6. The information processing apparatus of claim 5,
wherein the circuitry is configured to determine a difference
between the first displacement information and the second
displacement and to authenticate the another information pro-
cessing apparatus based on the identification information cor-
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responding to the another information processing apparatus
when the difference is less than a predetermined threshold.

7. The information processing apparatus of claim 6,
wherein the circuitry is configured to transmit, to the another
information processing apparatus, identification information
corresponding to the information processing apparatus based
on a result of the authentication.

8. The information processing apparatus of claim 5,
wherein the signal includes display information instructing
anoperation of a user of the information processing apparatus
to move the information processing apparatus.

9. The information processing apparatus of claim 8,
wherein the displayed information instructs the user to move
the information processing apparatus in a direction that is
reverse from a direction of the movement of the second infor-
mation processing apparatus indicated by the first displace-
ment information.

10. The information processing apparatus of claim 9,
wherein the circuitry is configured to determine whether a
second pattern corresponding to the second displacement
information is the reverse of a first pattern corresponding to
the first displacement information and to authenticate the
another information processing apparatus based on the iden-
tification information corresponding to the another informa-
tion processing apparatus when it is determined that the sec-
ond pattern is the reverse of the first pattern.

11. The information processing apparatus of claim 10,
wherein the circuitry is configured to transmit, to the another
information processing apparatus, identification information
corresponding to the information processing apparatus based
on a result of the authentication.

12. The information processing apparatus of claim 1,
wherein the circuitry is configured to transmit, to the another
information processing apparatus, the second displacement
information.

13. The information processing apparatus of claim 12,
wherein the second displacement information is included in a
signal transmitted from the information processing apparatus
to the another information processing apparatus that notifies
a presence of the information processing apparatus.

14. The information processing apparatus of claim 13,
wherein the signal includes identification information corre-
sponding to the information processing apparatus.

15. The information processing apparatus of claim 1,
wherein the circuitry is configured to receive a signal trans-
mitted from the another information processing apparatus
including the first displacement information and identifica-
tion information corresponding to the another information
processing apparatus, wherein the first displacement infor-
mation is the same as the second displacement information
included in the signal transmitted from the information pro-
cessing apparatus to the another information processing
apparatus.

16. The information processing apparatus of claim 15,
wherein the circuitry is configured to determine a difference
between the first displacement information and the second
displacement and to perform authenticates the another infor-
mation processing apparatus based on the identification infor-
mation corresponding to the another information processing
apparatus when the difference is less than a predetermined
threshold.

17. The information processing apparatus of claim 16,
wherein the circuitry is configured to transmit, to the another
information processing apparatus, information indicating a
result of the authentication.
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18. A method performed by an information processing
apparatus, the method comprising:

receiving, at circuitry of the information processing appa-
ratus, from another information processing apparatus,
first displacement information corresponding to move-
ment of the another information processing apparatus;

sensing, in the circuitry, second displacement information
corresponding to movement of the information process-
ing apparatus;

determining, in the circuitry, whether the first displacement
information and the second displacement information
indicate that the movement of the another information
processing apparatus and the movement of the informa-
tion processing apparatus are performed separately and
have a predetermined relationship; and

establishing a connection of the circuitry with the another
information processing apparatus when the first dis-
placement information and the second displacement
information indicate that the movement of the another
information processing apparatus and the movement of
the information processing apparatus are performed
separately and have the predetermined relationship.
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19. A non-transitory computer-readable medium including
computer program instructions, which when executed by an
information processing apparatus, cause the information pro-
cessing apparatus to:
receive, from another information processing apparatus,
first displacement information corresponding to move-
ment of the another information processing apparatus;

sense second displacement information corresponding to
movement of the information processing apparatus;

determining whether the first displacement information
and the second displacement information indicate that
the movement of the another information processing
apparatus and the movement of the information process-
ing apparatus are performed separately and have a pre-
determined relationship; and

establish a connection with the another information pro-

cessing apparatus when the first displacement informa-
tion and the second displacement information indicate
that the movement of the another information process-
ing apparatus and the movement of the information pro-
cessing apparatus are performed separately and have the
predetermined relationship.
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